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GRAYSON COUNTY AIRPORT 
AEROBATIC BOX RULES 

 
 
The following are the current requirements for using the Aerobatic Box at the Grayson County 
Airport.  These rules are in addition to the Special Operating Limitations set forth in the 
Certificate of Authorization issued by the FAA. 
 
1. Each day before they fly, all pilots must sign the logbook, located at the Airport Fire 

Department indicating they understand all the requirements and will abide by all 
requirements of the Certificate of Waiver issued by the Federal Aviation Administration 
(FAA). 

 
2. A ground safety monitor must sign-in at the Fire Station and be in two-way communication 

with the pilot and the Grayson County Airport UNICOM.  This ground safety monitor must 
be located where they are able to watch for aircraft and have an unrestricted view of the 
surrounding airspace.  It is the monitor’s responsibility to notify the pilot of approaching 
aircraft. 

 
3. It is the aerobatic pilot’s responsibility to stop aerobatic flying if an approaching aircraft 

might enter the aerobatic box and jeopardize flight safety. 
 
4. All aerobatic flying will be limited to a minimum height of the traffic pattern (1000 feet), 

unless that pilot is flying for an Aerobatic Competency Evaluation (ACE) renewal, at which 
the pilot may fly to his waiver (surface, 250’, 500’ and 800’). 

 
5. Pilot departing Runway 17L may enter the box using a right-hand traffic pattern. 
 
6. Maximum speed in the traffic pattern is 200 knots (230 m.p.h.) or the minimum safe 

operational speed of the aircraft that cannot comply with the 200-knot maximum airspeed.  
(See FAA FAR 91.119). 

 
7. No abrupt maneuvers below traffic pattern altitude. 
 
8. Pilot or Fire Department must call both FBO’s and advise them what time and hours allowed 

for their use of the box.  (Pilots must discuss with the Fire Department who will be making 
the call to the FBO’s) 

 
9. Aerobatic aircraft flying in the “box” must give way in all circumstances to 

incoming/departing aircraft. 




